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Cable ties

Technical specification
Material Polyamide 6.6

UL 94 flammability class V2

CB cable ties provide fixings for cables and markers for special requirements. They are especially
suitable for fixing CLI M, SFX, WKM and WKS cable markers. The material consists of unbreakable
polyamide PA 6.6 with UL94 flammability rating V2.

Ordering data
Type Length width Group Ø max. Qty. Order No. Order No.

natural black

CB 100/2.5 1000 100 mm 2.5 mm 25 mm 1000 7940006690 7940007051

CB 100/2.5 100 100 mm 2.5 mm 25 mm 100 1278600000 1697890000

CB 120/4.8 120 mm 4.8 mm 30 mm 100 7940006052 7940006053

CB 120/7.6 120 mm 7.6 mm 30 mm 100 7940006062 7940006063

CB 142/2.5 142 mm 2.5 mm 35 mm 100 7940006040 7940006047

CB 150/3.6 140 mm 3.6 mm 35mm 100 1278700000 1697900000

CB 160/4.5 160 mm 4.5 mm 40mm 100 1723540000 1723560000

CB 165/2.5 165 mm 2.5 mm 44 mm 100 7940006048 7940006049

CB 190/4.8 178 mm 4.8 mm 45mm 100 1723550000 1723570000

CB 203/2.5 203 mm 2.5 mm 55 mm 100 7940006050 7940006051

CB 203/4.8 200 mm 4.8 mm 50mm 100 1278800000 1697910000

CB 203/7.6 203 mm 7.6 mm 55 mm 100 7940006064 7940006065

CB 203/3.6 200 mm 3.6 mm 50mm 100 1720630000 1720660000

CB 230 12.7 230 mm 12.7 mm 63 mm 50 7940006076 7940006077

CB 240/7.6 240 mm 7.6 mm 66 mm 100 7940006066 7940006067

CB 250/4.8 250 mm 4.8 mm 74 mm 100 7940006054 7940006055

CB 292/3.6 290 mm 3.6 mm 80mm 100 1720640000 1720650000

CB 300/4.8 290 mm 4.8 mm 80mm 100 1278900000 1697920000

CB 300/7.6 300 mm 7.6 mm 85 mm 100 7940006068 7940006069

CB 368/3.6 368 mm 3.6 mm 102 mm 100 7940006056 7940006057

CB 368/4.8 360 mm 4.8 mm 100mm 100 1279000000 1697930000

CB 380/7.6 365 mm 7.8 mm 105mm 100 1279100000 1697940000

CB 385/4.8 385 mm 4.8 mm 110 mm 100 7940006058 7940006059

CB 432/4.8 432 mm 4.8 mm 125 mm 100 7940006060 7940006061

CB 450/8.0 450 mm 8 mm 133 mm 50 7940006070 7940006071

CB 480/12.7 480 mm 12.7 mm 140 mm 20 7940006078 7940006079

CB 550/8.0 550 mm 8 mm 166 mm 50 7940006072 7940006073

CB 762/9.0 750 mm 7.8 mm 220mm 20 1720680000 1720670000

CB 812/9.0 812 mm 9 mm 264 mm 20 7940006074 7940006075

CB 880/12.7 880 mm 12.7 mm 267 mm 10 7940006082 7940006085

CB 1030/12.7 1030 mm 12.7 mm 317 mm 10 7940006084
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Accessories - holders Ordering data
Type Description Colour of material Qty Order No.

CBH 1 Plug-in/Hole Ø 6.2mm natural 100 1279200000

CBH 2 self-adhesive natural 100 1289200000

CBH 2 self-adhesive black 100 1697950000

CBH 3 self-adhesive natural 100 1289400000

CBH 3 self-adhesive black 100 1697960000

CBDM Plug-in/Cable loom Ø 44.5 natural 100 1279300000

CBFP 43.5/10 for 8 mm holes black 100 1859410000

The RT 1 is a compact, pistol-shaped tool for fastening and cutting cable-ties in one operation.
The tension is widely adjustable, ranging from short to standard cable-ties.
The RT 1 is designed for bundles with a diameter of 1.6 mm to 100 m

Accessories - tools Ordering data
Type Length Weight Qty Order No.

RT 1 170 mm 260 g 1 1296000000
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WeidSteel

Technical specification
Material Stainless steel 1.4304

Temperature, min. -80 °C

Temperature, max. 538 °C

WeidSteel has a comprehensive range of steel cable ties for extreme material stresses caused by, for
example, high temperatures or chemical reactions.
• stainless steel to DIN AISI 304,
• easy and secure installation by way of patented closure,
• patented, rounded edges so risk of injury,
• deal for outdoors,
• corrosion-and radiation-resistant,
• anti-magnetic,
• no serrations so no damage to the insulation.

Ordering data
Type Length Width Group Ø mm Qty Order No.

SCT 4.6/127 127 mm 4.6 mm 19-25 100 1699800000

SCT 4.6/201 201 mm 4.6 mm 19-51 100 1699810000

SCT 4.6/266 266 mm 4.6 mm 19-69 100 1699900000

SCT 4.6/360 360 mm 4.6 mm 19-101 100 1699910000

SCT 4.6/520 520 mm 4.6 mm 19-152 100 1699920000

SCT 4.6/679 679 mm 4.6 mm 19-203 100 1699930000

SCT 4.6/838 838 mm 4.6 mm 19-254 100 1699940000

WSM-Tool automatic
WSM-Tool automatic is used to tighten steel cable ties and afterwards cut off the surplus end of the tie in
one operation.

WSM-Tool manual
WSM-Tool manual is used exclusively for tying steel cable ties, afterwards the tie can be cut back by
twisting it through 90°.

Accessories - tools Ordering data
Type Length Weight Qty Order No.

WSM TOOL automatic 275 mm 579 g 1 1774470000

WSM TOOL manual 220 mm 633 g 1 1774480000



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 144
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 144
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /SyntheticBoldness 1.000000
  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /DEU <FEFF0057006500690064006d00fc006c006c006500720020003100340034006400700069>
  >>
>> setdistillerparams
<<
  /HWResolution [144 144]
  /PageSize [595.276 822.047]
>> setpagedevice


